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Matsutec Class B AIS Transponder
Model: HA-102
 
 
FEATURES
1. Electrical function is accordance with IEC 62297-1
2. Dual Channel function: Two TDMA receivers ar receiving datum in two independent channels at the same time, and one TDMA transmitter is transmitting in two independent channels alternately.
3. CSTDMA function can avoid and solve communication conflict.
4. Transponder has external serial data interface(RS-422, RS-232).
5. Transmit and reciever safety message, and equipped with "SOS" safety button.
6. Support three operation mode: Carrier-sense mode, assigned mode and polled mode.
7. Internal GPS reciever, as data source for position, COG and SOG can be connected to all devices compatible to GPS and PC, PDA, ECDIS, RADAR, etc.
8. Alarm and indication (via LED) for power , error, time-out, status.
 
Specifications
	STANDARDS
	IEC 62297-1 

	 
	IEC 61162-1 

	 
	IEC 60945-2002


 
VHF RECEIVER
	Frequency Range
	156.025MHZ ~ 162.025 MHZ

	Channel Bandwidth
	25 KHZ

	Number of AIS Receivers
	2 Receiver ( one time shared between

	 
	AIS/DSC ) / 1 Transmitter

	CH-1
	Default CH 87B ( 161.975 MHZ )

	CH-2
	Default CH 88B ( 162.025 MHZ )

	Number of DSC Receiver
	1 ( CH 70)

	RX DSC
	156.525 MHZ

	Max. Usable Sensitivity
	PER less 20% at -107dBm


 
VHF TRANSMITTER
	Power Output
	2 Watt ( 33 dBm ±1.5dB )

	Modulation
	GMSK / FM

	Data Rate
	9.6K dps / per channel

	Modulation Spectrum
	IEC 62287


 
DSC RECEIVER
	Modulation
	1300 HZ / 2100 Hz FSK

	Data Rate
	1200 bps ± 30 ppm

	Spurious Response Rejection
	Over 70dB for Signal @ -104dBm; BER less 1%

	Blocking 
	More 84dB for Signal @ -104dBm; BER less 1%


 
GPS RECEIVER
	Receiving Channels
	12 Channels

	Acquisition Sensitivity
	-140dBm

	Tracking Sensitivity
	-150 dBm

	Position Accuracy
	< 2.5m CEP ( GPS ) without SA

	Output Rate
	1 Hz


 
POWER SUPPLY
	Supply Voltage
	12V DC ( 10V ~ 20V )

	Power Consumption
	Less than 10W


 
MAIN UNIT
	4 LED Indicator Working Status

	1 ON/OFF Switcher


 
INTERFACE
	Ports
	NMEA 0183 / RS-422 / RS-232

	GPS Antenna ( Optional )
	Female TNC Connector

	VHF Antenna ( Optional )
	Female Type M Connector

	 
	( Type N Connector optional )


 

 
ENVIROMENT
	Operating Temperature
	Antenna : -25 ~ 70 C Celcius

	 
	Others : -15 ~ 55 C Celcius

	Storage Temperature
	-25 ~ 70 C Celcius

	Humidity
	Operating: 0 ~ 95 RH at 40 C Celcius

	 
	GPS Antenna operating : 100% Hermetically sealed

	 
	VHF Antenna operating : 100% Hermetically sealed

	Vibration
	IEC 60945

	Waterproof
	IPX5


 
PHYSICAL
	Size in mm ( W )
	234mm 

	Size in mm ( H )
	40mm

	Size in mm ( D )
	167mm

	Weight
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Matsutec HP-33A 4.3" marine GPS AIS transponder 

	FOB Price:
	Get Latest Price 

	Min.Order Quantity:
	1 Set/Sets 

	Supply Ability:
	300 Set/Sets per Month 

	Port:
	Shenzhen 

	Payment Terms:
	T/T,Western Union,MoneyGram 


Contact Supplier 
Leave Messages
· Start Order 
· 
· Add to My Favorites 
You May Like
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See larger image 
closed 
Request the latest price from the supplier
· Product Detail
· Transaction History ()
· Feedback
Report Suspicious Activity 
Quick Details
· Type: AIS transponder combo with GPS 
· Use: Other 
· Screen Size: 4.3 inch 
· Place of Origin: Guangdong, China (Mainland) 
· Brand Name: Matsutec 
· Model Number: HP-33A 
Packaging & Delivery
	Packaging Details:
	cartons

	Delivery Detail:
	Within 1-2 weeks


Specifications
color LCD AIS transponder, AIS/GPS, AIS transponder, AIS display transponder, AIS/GPS transponder, AIS receiver, class B AIS 
Matsutec
HP-33A
4.3" color LCD diaply AIS transponder combo with GPS navigator
 
The HP-33A is a class B AIS transponder for Non-SOLAS vessels such as pleasurecraft, work-boat, fishing boat etc small boat.
Special design Watching dispaly to monitor Fishing net buoy, friendly ships etc. External Alarm for MOB and Collision-Risk management.
 
Feature
 
To AIS
1. Detail Target list and Radar overview
2. Watching disaply to monitor important subject, example: Fihsing net buoy, Friend ship etc
3. External Alarm (Buzzer)
4. Low cost, reduced size and easy installation make the HP-33A ideal to meet your budgets and demands of owners and vessel operators
 
To GPS
1. 4.3" Sunlight Viewvable color LCD (Brightness: 500 cd)
2. GOTO track navigation
3. Stores up to 10,000 marks/ waypoints, 100 routes and 3,000 track points
4. Delicated Man Over Board Button (MOB)
5. Support NMEA 0183 ver 2.0
6. 7 display modes available, including 2 user-customized modes
7. SBAS capable for better measurement
 
Equipment list ( standard):
1. Dispaly unit HP-33
2. Antenna unit HA-017 with cable 10m
3. Power canle, 2m
4. Standard spare parts and installation material
5. Operator manual
 
[image: http://i01.i.aliimg.com/img/pb/411/105/750/750105411_766.jpg][image: http://i01.i.aliimg.com/img/pb/416/105/750/750105416_112.jpg][image: http://i01.i.aliimg.com/img/pb/423/105/750/750105423_206.jpg][image: http://i00.i.aliimg.com/img/pb/425/105/750/750105425_335.jpg][image: http://i00.i.aliimg.com/img/pb/430/105/750/750105430_313.jpg][image: http://i00.i.aliimg.com/img/pb/437/105/750/750105437_428.jpg]
[image: http://i00.i.aliimg.com/img/pb/084/109/750/750109084_314.jpg][image: http://i00.i.aliimg.com/img/pb/089/109/750/750109089_922.jpg][image: http://i00.i.aliimg.com/img/pb/093/109/750/750109093_015.jpg][image: http://i01.i.aliimg.com/img/pb/098/109/750/750109098_534.jpg][image: http://i00.i.aliimg.com/img/pb/102/109/750/750109102_878.jpg][image: http://i01.i.aliimg.com/img/pb/107/109/750/750109107_155.jpg]
	Buyer
	Product Name
	Price
	Quantity
	Order Time(GMT+8)


Go to Page Go 
Feedback most closely related to this product:
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Email to this supplier
From:   
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Ms. Susan LiaoLeave Messages
Subject:   


Your message must be between 20-8000 characters
Message:   
[bookmark: ]Enter your inquiry details such as: 
· Self introduction
· Required specifications
· Inquire about price/MOQ
View sample
Recommend matching suppliers if this supplier doesn’t contact me on Message Center within 24 hours.AliSourcePro
  
Quantity Needed:   
 Send
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marine AIS class B transponder with... 
Related Keywords
· ais transponder
· high quality ais transponder
· matsutec hp-33a
Verified Supplier - Shenzhen Shenhuayang Electronic Technology Co., Ltd. 
China (Mainland) | Contact Details 
Experience:
Established 2009
Performance:
Quick Response Rate 
Company Feedback 
Resolved Unresolved Substantiated complaints against this supplier in last 90 days. 
Haut du formulaire

Bas du formulaire
Product Showcase 
Product Categories 
· Compass 
· BNWAS 
· NAVTEX 
· EPIRB 
· Antenna 
· LRAD 
· AIS System 
· fish finder 
· GPS&Plotter 
· Radar 
· CB Transceivers 
· AntennaTuner 
· GPS Antenna 
· Satellite Terminal 
· Others 
· Ungrouped 
Main Products 
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AIS SART for distress boat 
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4.3" COLOR LCD CLASS B AlS TRANSPONDER
COMBO HIGH SENSITIVITY GPS NAVIGATOR

Compact in size, yet big on features and performance, The Matsutec HP-33A is perfect Class
8 AIS Transponder with GPS navigator. This advance unit provides accurate and refiable posi-
tion fixing and navigator, it dlso provides automated AIS communication from “Ship-to-Ship*
and “Ship-to-Shore”, Transmitting and receiving vessel. Voyage and safety related informa-
fion. Own Vessel Voyage, Position and Course information is automatically transmitted and
the AIS information provided by ofher ships in the vicinity. Shore based stafions and AIS
equipped aids o navigation is clearly displayed.
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@ Low Cost, Reduced size and easy instal-
Iafion moke the HP-33A ideal fo meet.
your budgets and demands of owners
and vessel operators

To GPS.
® 43" Suniight Viewvable color LCD
(Brightness: 500 cd)
® GOTO track navigation
@ stores up 1o 10,000 marks/waypoints, 100
roufes and 3,000 frack points
® Deiicated Man Over Board Button (MOB)
| ® Support NMEA 0183 ver 20
| @7 display modes avaiable, including 2
user-customized modes
@ SBAS capable for better measurement
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Matsutec
VARIOUS DISPLAYS

The HP-33A provides navigation/AlS data and displays them in a wide variety of numerical
and graphical formats. You may freely select which data you want displayed with easy fo
use controls. The combination of a high resolution screen and large data fields mokes the
screen easy to read in aimost any condition.
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HP - 3 3 A SPECIFICATIONS

DISELAY
Screen Size:

Effective Display
Area:

Pixel Number:
Display Mode:

Memory Capacity:

GPS Alarm:
AIS Alarm:

AIS Message:
Projection:

Plot Scales:

AlIS Radar View Scales:

95.04(W) x 53.85(H) mm

480 x 272 pixels

Plotter, AIS Radar, AlS Lists, Highway,
Steering, Nav Data, Satellite, User
Display1, User Display2.

3,000 ship’s track points

10,000 marks and waypoints with com-
ments

100 routes, 30 waypoints/route

Arrival, Anchor watch, XTE, Speed,
SBAS, Time, Trip, Odometer.

Collision, AIS SART, EPIRB, MOB, Lost,
Postion

Receive Broadcast /| Addressed massage
Mercator projection

0.01nm ~ 320nm

0.125, 0.25, 0.5, 0.75, 1.5, 3, 6, 12, 24 nm




image13.jpeg
ALS TRANSPONDER

MAIN SPEC.
STANDARDS: IEC 62287-1,
IEC 62287-2
ITU 1371-3
IEC 61993-2
IEC 61162-1
IEC 60945
Frequency: CH87 - 161.975 MHz
CH88 - 162.025 MHz
Channel Bandwidth: 25 KHz
Frequency Stability: < 2.5 PPM
Modulation: AIS GMSK
Data Rate: 38400 bps
AIS TRANSMITTER
Power output: 2W # 1.5dBm
Power Delay: Rise delay < 313US
Fall delay < 313US
Stray Power: <-36 dBm
AIS RECEIVER
Sensitivity: < -107 dBm
Max Usable Sensitivity: PER < 20% at -107 dBm
Channel Rejection Ratio: <-10 dB
Adjacent Channel Selectivity: 270 dB
Intermodulation Selectivity: 2 65 dB

Blocking: 2 85 dB
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CES/SEAS

Receiver Type: GPS: 50 channels, C/A code
SBAS: WAAS, EGNOS, MSAS, GAGAN
Receive Frequency: L1(1575.42 MHz)
Time to First Fix: Cold start: 32s
Hot Start: <1s
Tracking Velocity: 500m/s Max
Altitude: 50,000 m Max
Dynamics: <4g
Geodetic Systems: WGS-84 (and others)
Horizontal position: GPS: 2.5 m
SBAS: 2.0 m
Velocity: 0.1m/s

Heading: 0.5 degrees




image15.jpeg
INTERIFACE
Ports:
GPS Antenna Port:
VHF Antenna Port:
Output Sentence:

ENVIROINMLENT

Temperature:

Waterproofing:

FOWWIER: SUIH

POWER SUPPLY.

RS-232C

Female TNC Connector

Female Type M Connector (Optional)
REM1:

DTM, GGA, GLL, RMB, RMC, VTG, ZDA
REM2:

BWC, DTM, GGA, RMB, RMC, VTG, ZDA
AP:

AAM, APB, BOD, BWC, BWR, GLL, VTG,
XTE, ZDA

GPS:

GGA, GSA, GSV, VTG

Als:

AIVDM, AIVDO, GGA, GSA, GSV, VTG,
GLL, RMC

Display unit: -15 C to +55 C
Antenna unit: -25 C to +70 C

Display unit: IP56
Antenna unit: IPX6

12-24 VDC: 0.24-0.12 A
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FLYSICAL

Size: 181mm(W)x143mm(H)x83mm(D)
Weight: 0.71kg

EQUIENENT LIST
Standard:

. Display unit HP-33
. Antenna unit HA-017 with cable 1om
. Power cable, 2m

. Standard spare parts and installation
materials

. Operator manual

FWEVIEN

v

DISPLAY UNIT

GPS ANTENNA
HP-33

HA-017
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